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well to which a well-workover rig or re-
lated equipment is to be moved shall
also be equipped with a back-pressure
valve prior to removing the tree and
installing and testing the blowout-pre-
venter (BOP) system. The well from
which a well-workover rig or related
equipment is to be moved shall also be
equipped with a back pressure valve
prior to removing the BOP system and
installing the tree. Coiled tubing units,
snubbing units, or wireline units may
be moved onto a platform without
shutting in wells.

§ 250.93 Emergency shutdown system.

When well-workover operations are
conducted on a well with the tree re-
moved, an emergency shutdown system
(ESD) manually controlled station
shall be installed near the driller’s con-
sole or well-servicing unit operator’s
work station, except when there is no
other hydrocarbon-producing well or
other hydrocarbon flow on the plat-
form.

§ 250.94 Hydrogen sulfide.

When a well-workover operation is
conducted in zones known to contain
hydrogen sulfide (H2S) or in zones
where the presence of H2S is unknown
(as defined in § 250.67 of this part), the
lessee shall take appropriate pre-
cautions to protect life and property on
the platform or rig, including but not
limited to operations such as blowing
the well down, dismantling wellhead
equipment and flow lines, circulating
the well, swabbing, and pulling tubing,
pumps and packers. The lessee shall
comply with the requirements in
§ 250.67 of this part as well as the appro-
priate requirements of this subpart.

§ 250.95 Subsea workovers.

No subsea well-workover operation
including routine operations shall be
commenced until the lessee obtains
written approval from the District Su-
pervisor in accordance with § 250.103 of
this part. That approval shall be based
upon a case-by-case determination that
the proposed equipment and procedures
will maintain adequate control of the
well and permit continued safe produc-
tion operations.

§ 250.96 Crew instructions.
Prior to engaging in well-workover

operations, crew members shall be in-
structed in the safety requirements of
the operations to be performed, pos-
sible hazards to be encountered, and
general safety considerations to pro-
tect personnel, equipment, and the en-
vironment. Date and time of safety
meetings shall be recorded and avail-
able at the facility for review by a Min-
erals Management Service representa-
tive.

§ 250.97 Welding and burning practices
and procedures.

All welding, burning, and hot-tapping
activities involved in well-workover
operations shall be conducted in ac-
cordance with the requirements of
§ 250.52 of this part.

§ 250.98 Electrical requirements.
All electrical equipment and systems

involved in well-workover operations
shall be designed, installed, equipped,
protected, operated, and maintained in
accordance with the requirements in
§ 250.53 of this part.

§ 250.99 Well-workover structures on
fixed platforms.

Derricks, masts, substructures, and
related equipment shall be selected, de-
signed, installed, used, and maintained
so as to be adequate for the potential
loads and conditions of loading that
may be encountered during the oper-
ations proposed. Prior to moving a
well-workover rig or well-servicing
equipment onto a platform, the lessee
shall determine the structural capabil-
ity of the platform to safely support
the equipment and proposed oper-
ations, taking into consideration the
corrosion protection, age of the plat-
form, and previous stresses to the plat-
form.

§ 250.100 Diesel engine air intakes.
No later than May 31, 1989, diesel en-

gine air intakes shall be equipped with
a device to shut down the diesel engine
in the event of runaway. Diesel engines
which are continuously attended shall
be equipped with either remote oper-
ated manual or automatic shutdown
devices. Diesel engines which are not
continuously attended shall be

VerDate 18-NOV-97 12:37 Nov 21, 1997 Jkt 174110 PO 00000 Frm 00286 Fmt 8010 Sfmt 8010 Y:\OLD_ECFR\174110.047 174110


		Superintendent of Documents
	2010-11-12T20:25:33-0500
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




